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 ▸ 8 - Minute Tack Free 
 ▸ 24 Hour Cure

 ▸ Out Performs
 ▸ Works Fast
 ▸ Exceeds the coverage of 20+ tubes of  

 traditional adhesive

SF-8™ provides unmatched 
coverage and performance for a 
most construction applications 
and hardscape materials. Full cure 
within 24 hours.

REDUCE SET TIME

 REDUCE COST | LABOR | WASTE

A row of 16 Holland pavers adhered with SF-8™ Adhesive 
withstands over 1400 lbs of weight with only a 24 hour cure.
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SF-8 Trio

SF-8™ ADHESIVE
SF-8™ CLEANER
SF-8™ DISPENSER 

 12  (24 oz) SF-8™ 

Adhesive canisters  
per carton

12 (16 oz) SF-8™ 

Cleaner canisters  
per carton

SF-8™  Dispensers 
sold individually

 ▸ Quick & Easy Application
 ▸ 1 can = 600 linear feet   

 with a 3/8” bead
 ▸ 1 can = 20+ traditional  

 adhesive tubes with a  
 3/8” bead
 ▸ Fastest setting    

 landscape adhesive
 ▸ Reduce application time  

 by 50%   
 ▸ Once adhesive has been  

 extruded you have 60 sec  
 to exposed area
 ▸  8 - minute tack free

ADHESIVE FEATURES

CLEANER FEATURES
 ▸ Comes with a spray nozzle for easy job site clean up
 ▸ Can be used to spot clean without SF-8™ Dispenser
 ▸ 16 oz can for extended use

SF-8™  CLEANER INSTRUCTIONS
 ▸ When attaching SF-8™ Cleaner to dispenser gun  

 spray cleaner until residue comes out clear
 ▸ Allow cleaner to remain in dispenser gun for  

 roughly 15 minutes
 ▸ Always remove SF-8™ Cleaner from dispenser gun  

 and apply a new adhesive canister

SF-8™ DISPENSER FEATURES:
 ▸ Stainless steel rod 
 ▸ Steel extension 
 ▸ Fully adjustable dial
 ▸ Rod gasket lifetime (wear): >100,000 cycles

SF-8™ DISPENSER INSTRUCTIONS
 ▸ Always store with a canister of adhesive attached
 ▸ Make sure to run adhesive through gun  

 prior to storing
 ▸ Extrude SF-8™ Adhesive once a week when in  

 storage to keep gun viable
 ▸ Close the valve of the SF-8™ Dispenser after  

 each use to prevent accidental discharge
 ▸ Make sure SF-8™ Dispenser flow control dial  

 is fully closed before connecting a canister
 ▸ Keep nozzle 3/4” away from surface
 ▸ Precision application & bead control
 ▸ Adjust output of adhesive with flow control dial

 ▸ Retaining Walls
 ▸ Pavers
 ▸ Concrete
 ▸ Natural Stone
 ▸ Bricks
 ▸ Porcelain
 ▸ Steel/Metal
 ▸ Aluminum
 ▸ PVC
 ▸ Vinyl
 ▸ Wood/Plywood
 ▸ Composite Materials
 ▸ Drywall

APPLICATIONS

IMPORTANT INFORMATION: 
ALWAYS STORE DISPENSER GUN ATTACHED TO  

SF-8™ ADHESIVE CANISTER.


